
T-G
rid Installation:

Layout, on paper, the panels as they will be installed.  M
ain tees

w
ill run perpendicular to the dow

els or strips.  Install heavy duty
grid as per C

ISCA requirem
ents.  M

ain tees are to align with the
panel dow

els/backer strips.  Start the layout w
ith the dowel/strip

nearest the panel end.  Allow
 for a 1" separation between the ends

of the panels.  This will allow
 for the use of standard 1'-0" cross tee

between the m
ains w

here panel ends m
eet.  See detail A.  M

ain
tees should be located no m

ore than 4'-0" on center.

Panel Installation:
Starting at one w

all, connect the grilles to the m
ain tees.  Face the

fem
ale side of the panel towards the wall.  Typically the panels are

installed 1" off the face of the wall.  See detail B.  Depending on
installation, use direct screwing or clips.  See detail B & C.
C

ontinue installing the panel along the starting wall until com
plete.

C
ut the last panel in the run as required, if necessary.  Use a

standard satin finish lacquer to seal all the cut panels.  Repeat the
process until all panels are installed.  M

ake sure the following row
of panels engage the m

ale side of the previous row of panels.  See
detail D.

C
leanup:

M
ake final adjustm

ents as necessary.  C
lean all blades so they are

free of dust, dirt and oils.  W
ipe with lem

on oil and a lint free cloth,
polishing the blades to a deep sheen.
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